3. Cable with one end connecting to an assembly connector with no
assigned Ref. Des. and the other end with two wires to be connected to

socket pins on an assembly.
TEMPORARY
ho—REMOVABLE TAG
PIN 1 12X0616-) (TYPICAL)
&
A12 ASSEMBLY P2 . E
LAMP SOCKET e s . A4 Cv-2672

XDS-16 rl
Pin 2 ASSEMBLY CONNECTOR ’
12xp816-2 | (NO REF DES) .

3.2.2 Marking Notes. Two standard styles of marking notes shall be used as
appropriate on Air Force drawings. Typical examples of these notes are below:

a.

b.

The part number identification for this part is (A.F. FSCM) xxxxxxxxxx-
xxx with the manufacturer (MFR) identification directly below it. Apply the
part number in accordance with 8387979 in the specified areas.

Identify this part MIL-STD-130. (A second marking note calls out 8387979
to specify marking methods and materials only.)

3.2.2.1 Pans. subassemblies, assemblies. units, groups. and source control items

a. Sample marking note:

4  The part number identification for this part is 50464-8387938-01 with
the manufacturer (MFR) designation directly below it. Apply the
identification number in accordance with 8387979 in the specified area.

b. Data marking examples (Air Force code ident and part or assy number plus
manufacturer's code ident or trademark):

1. Parts (Pieces, Except those too Small to Provide Marking Area):

28750-XXXXXXX-3X
l Identifying dash nuaber
~———on bottom line of pacts
list on drawing
Code Ident Drawing Number

MFRO4660 oz _S_|

Manufacturer's Trademazk
. Maanufacturer's Federal Code Ident

Example: 98750-7245646-10

MFRO4660
Issue Size AFCodeldent Drawing No,
D A 50464 8387979

Sheet - §



